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Model specifications

Capacity

1,200 notes stacked

2,200 notes stacked

Dimensions (W x D x H)

216 x 460 (SNF)/520 (BNF) x 569 mm
8.5"x 18.11"/20.47" x 22.4"

216 x 612 (SNF)/672 (BNF) x 594 mm
8.5"x 24.1"/26.46" x 23.39"

Weight 37 kg (81 1b.) 48 kg (105 Ib.)
800 x 480 touch display 5" 5"

Manual deposit No No

Storage type Cassette Cassette

Standard features

each transaction

Deposit speed 40 banknotes/minute
Multicurrency deposits \CH
Multilanguage Yes
Multiserver connection Yes
Real-time registration of
ea e registration o Yes

Network

Supports VPN and multi cloud
communications

Time settings

Supports NTP synchronization

Certifications

CE, ROHS, ECB (banknote reader)

Safe rating

2/4mm |6 mm

Operating system

Linux

Software integration

Sesami Enterprise Software (SES)

SESAMI

Power requirements

24VDC | 120 W

Temperature requirements

Operating temperatures
10 °C-40°C (40 °F-104 °F)

Environmental impact

Class A:

The radio frequency generated
by our devices does not interfere
with other emitters and nearby
receivers. The emission is not
harmful to anything sensitive to
RF radiation.

Multiple configurations available to fit operational needs.

All currencies supported.

sesami.io

The foregoing is provided for informational purposes only. All products, specifications, capacities, features, data, designs and availability are subject to change without notice, at Sesami’s sole discretion, and performance metrics and data may vary
depending on configuration, operating environment, currency type, usage conditions, or other factors. Nothing herein creates, supersedes or modifies any agreement, warranty, obligation, or product documentation. To the maximum extent permitted by
law, Sesami Cash Management Technologies Corporation (\nc\uding its affiliates, agents, employees, and all persons acting on its or their behalf) (collectively, “Sesami”) assumes no responsibility for any errors or omissions herein and fully disclaims any
and all (i) liability for any errors, inaccuracies, or incompleteness in this or any spec sheet or other disclosure relating to any product; (ii) liability for damages or harm related to the use of any Sesami product, software or service, including without limitation
special, consequential, or incidental damages; and (iii) warranties, express or implied, including, without limitation, of merchantability, non-infringement, and fitness for a particular purpose. Suggestions about the suitability of products for certain types
of applications are based on typical and generic requirements and uses, and do not address the suitability of products for a particular application. Customers are solely responsible for validating that any product is suitable for their intended application.

Sesami, and all associated logos and product names, are trademarks or registered trademarks of Sesami or its affiliates. All other trademarks are the property of their respective owners. © Sesami 2026. All rights reserved.




