RS6

Back-Office Cash —
Recycler Solution
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Note recycler Coin recycler

530 x 766 x 1,486 mm 495 x 866 x 1,250 mm

20.86" x 30.16" x 58.5" Blinretlens (D) 19.5" x 34.09" x 49.12"

Dimensions (W x D x H)

Weight 550 kg (1,212 Ib.) CEN-L Weight 220 kg (485 Ib.)
Counting speed Up to 8 notes/second Bulk coin input Continuous feed
Up to 200 notes/deposit Coin input speed 12 coins/second

Note bundle capacity

(multiple deposits)

50 coins in a cup

5 (standard configuration: Bulk coin output (Optional sorted coin dispense
Number of cassettes 2 cassettes for the deposit and in 8 cups)

3 cassettes for recycling)

Coin output speed 50 coins/second

2,300-2,500 notes

Volume per cassette (depending on note quality)

€0.01: 4,400 pcs
€0.02: 3,350 pcs

Escrow capacity Up to 200 notes € 0.05: 2,280 pcs
€0.10: 3,200 pcs

Capacity €0.20: 2,150 pcs

Safe rating CEN-L, CEN-IV (for EUR) € 0.50: 1,500 pcs

€1.00: 1,750 pcs

€2.00: 1,650 pcs
Operating system Windows Overflow €: 10,000 pcs
Total capacity: 30,180 pcs

Software integration Sesami Enterprise Software (SES)

Software integration Sesami Enterprise Software (SES)

Power requirements 120-230 VAC | 50/60 Hz | 170 W

Operating temperatures

Temperature requirements 5 °C-45 °C (41 “F-113 °F)

Class A:

The radio frequency generated by our
devices does not interfere with other
emitters and nearby receivers. The
emission is not harmful to anything
sensitive to RF radiation.

Environmental impact
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This document is provided for general informational purposes only. As Sesami's products, software, and services are continuously evolving, customers should verify that the information contained herein reflects the most current specifications. While every
effort has been made to ensure accuracy, Sesamiand its affiliates assume no responsibility for any errors or omissions and disclaim any liability for any loss or damage arising from the use of the information contained in this document. This document does not
constituteacontractorform partofanyagreement, unless expressly stated otherwise inawritten agreement executed by Sesami. All specifications, capacities, performance metrics, and features are subject to change without notice and mayvary dependingon
configuration, operating environment, currency type, and usage conditions. Sesami,and all associated logos and product names, are trademarks or registered trademarks of Sesami or its affiliates. All other trademarks are the property of their respective owners.
© Sesami 2026. All rights reserved.



